




86 WWW.PLANET.COM.TW

PLANET Professional VIP Telephone series is both aesthetically appealing and highly practical, meeting whatever business requirements you need 

for your daily work. Advanced business telephony features,  including wideband HD audio for crystal-clear conversation, HD displays and support for 

security standards such as TLS and SRTP, are indispensable when it comes to quality and functionality. These high-performance devices are future 

proofed and provide the best in wideband HD audio, ensuring crystal-clear sound quality in the on-premise or hosted PBX environment.

SIP IP Phones

�� IETE SIP (RFC 3261), STUN (RFC 3489) 

�� Power over Ethernet IEEE 802.3af/at

�� Auto provisioning, TR069, VPN, VLAN, QoS

�� Advanced security protection with SRTP/TLS/HTTPS

�� Interoperable with all major IP PBX platforms

�� Acoustic echo cancellation (AEC), adaptive jitter buffer (AJB)

�� Background noise estimation (BNE)

�� Comfort noise generation (CNG), noise reduction (NR)

�� Packet loss concealment (PLC), voice activity detection (VAD) 

�� Audio codecs: G.711 A-law, µ-law, G.722 (wideband), G.723, G.726 and G.729AB

�� 2.4-inch color LCD monitor

�� 2 identities/accounts with color LED

��Wideband G.722 HD audio with 
handset and hands-free 

�� 2.8-inch main color LCD monitor 

�� 2.4-inch (DSS) key-mapping LCD monitor

�� 4 identities/accounts with color LED

�� 30 configurable and 6 multicolored LED keys 

��Wideband G.722 HD audio with handset 
and hands-free 

��Dual 10/100/1000 Gigabit Ethernet

VIP-1120PT VIP-2140PT

ICF-1800

�� Built-in Android 4.2 OS multimedia 

conferencing phone

�� 7-inch TFT color multi touch screen

�� 6 identities/accounts 

��Wideband G.722 HD audio with handset 

and hands-free 

��Dual 10/100/1000 Gigabit Ethernet

�� Tillable 2 megapixel CMOS camera, HDMI, 

micro SD

�� 128 x 64 pixel LCD with blue backlight

�� 3 identities/accounts with color LED

��Wideband G.722 HD audio with handset 
and hands-free 

�� VoIP / PSTN line dialing

�� Extra microphone connection for wider 
reception

VIP-8030NT

�� Stylish 7-inch Touch Screen IP Intercom 

�� Power over Ethernet IEEE 802.3af/at

��Hands-free two-way video Intercom; unlock 
door from the intercom

��Up to 3 scenes managed via PLANET Z-Wave 
Plus™ Gateway

�� 8-zone alarm interface available for security 
control (DI x 6 + DO x 2)

�� Standard SIP compatible with most modern 
IP Intercom systems

��Real-time image monitoring of home and 
community public cameras 

VTS-700P
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Small and medium businesses require specialized features to support their workflows. PLANET IP PBX is designed specifically for small and medium 

businesses. It combines an IP PBX with robust telephony features that traditional phone systems can't deliver. PLANET IP PBX is affordable, reliable, 

full-featured, and easy to deploy, administer, and maintain. It helps small and medium businesses dramatically reduce communications and network 

management costs, enhance collaboration, improve productivity, and more.

IP PBXs

�� IETE SIP (RFC 3261), STUN (RFC 3489)

�� Automatic recording/One touch recording

�� Multi-language, CDR and multi-layer IVR

�� Intercom, paging and video call

�� Call forward, transfer follow me and DND

�� Ring/pick-up groups, and smart DID

�� Virtual fax, voicemail to email and fax to email 

�� Auto provisioning, TR069, VPN, VLAN, QoS

�� Advanced security protection with SRTP/TLS/HTTPS

�� Audio codecs: G.711 A-law, µ-law, G.722 (wideband), G.723, G.726 and G.729AB.

�� 15 concurrent calls and up to 30 registers

�� 10 concurrent calls and up to 3 conference 
rooms

��Recording/Voicemail up to 600 hours

��Built-in 2 FXO interfaces

IPX-330

�� 30 concurrent calls and up to 100 registers

�� 30 concurrent calls and up to 12 conference 
rooms

�� Recording/Voicemail up to 600 hours 

�� 2 slots for maximum 8 ports for FXO/GSM

�� 60 concurrent calls and up to 200 registers

�� 36 concurrent calls and up to 40 conference 
rooms

��Recording/Voicemail up to 1,500 hours 

�� 2 slots for maximum 8 ports for FXO/GSM

�� 10/100/1000 Gigabit Ethernet

�� 4 standard two-wire, RJ11 interfaces

��Up to 4 ports for 4 POTS lines (IPX-21FO)

��Up to 4 ports for 2 POTS lines and 2 FXS 
connect to analog phone set (IPX-21SL)

�� Loop start signaling for advanced features: 
caller ID and distinctive ring

IPX-2100 IPX-2200

IPX-21SL/IPX-21FO

For IPX-2500 / IPX-2200 / IPX-2100

��Quad-band EGSM 850/900/1800/1900 MHz  
for worldwide GSM compatibility and 
deployments

��Up to 4 ports for 4 GSM lines 

��GSM protocol stack for voice and SMS

�� Loop start signaling for advanced features: 
caller ID and distinctive ring

IPX-21GS

For IPX-2500 / IPX-2200 / IPX-2100

�� 100 concurrent calls and up to 500 registers

�� 36 concurrent calls and up to 80 conference 
rooms

��Recording/Voicemail up to 75,000 hours 

�� 2 slots for maximum 8 ports for FXO/GSM

��Built-in HDD storage, Gigabit Ethernet

IPX-2500




